
For enquiries please call 

our technical sales team on 

+44 (0)1686 629010,  

email sales@makefast.com or visit 

www.makefast.com

Carbon Poles

For models:
5060 series poles
7560 series poles
5050/5050D/5050T deck fittings
7550/7550D/7550T deck fittings

Instructions

Deck Fittings&
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SURFACE MOUNTED DECK SOCKET

REFERENCE POLE DIAMETER REEFING UNIT LENGTHS AVAILABLE CUSTOM LENGTHS 
AVAILABLE?

5060 50mm YES 1.8M / 2.0M / 2.2M YES

5060P 50mm NO 1.8M / 2.0M / 2.2M YES

5060T 50mm YES TELESCOPIC - 1.45M to 2.2M NO

5060TP 50mm NO TELESCOPIC - 1.45M to 2.2M NO

7560 75mm YES 1.8M / 2.0M / 2.2M YES

7560DR 75mm DUAL 1.8M / 2.0M / 2.2M YES

7560P 75mm NO 1.8M / 2.0M / 2.2M YES

Reefing mechanism 
(optional)

Telescopic 
adjustment collar
(not on standard 

fixed length poles)

Deck socket

Carbon fibre pole

LOADING TOLERANCES
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SURFACE MOUNTED DECK SOCKET
LOCKING THE CARBON POLES INTO THE DECK SOCKET

PRODUCT USE

MAINTENANCE

 ■ To lock in place, line up the catches with the deck socket
 ■ Press down and twist CLOCKWISE until engaged
 ■ To remove - LIFT THE COLLAR then twist the pole ANTI-CLOCKWISE and lift out

 ■ MAKEFAST POLES ARE NOT TO BE USED DURING NAVIGATION OR UNDER ADVERSE WEATHER CONDITIONS.  

 ■ It is highly recommended that surface mounted deck sockets use poles that are additionally secured with a suitable form of 
bracing (solutions available upon request).

 ■ Be aware, under heavy loads the carbon poles may flex when in use.
 ■ Any misuse of the product from its intended application will void the warranty (2 years from receipt of the system from Makefast) 

& may result in personal injury or damage to the vessel.
 ■ Please contact Makefast for guidance on the use if required.

 ■ Clean the pole with clean fresh water.  
(Please see separate document for cleaning/maintenance of deck sockets).

 ■ Never use abrasive cleaning products.
 ■ Never use wire wool, polishing wheels or polishing compounds.
 ■ Always take care when packing the poles away ensuring they are stored in a safe & protected manner  

(such as Makefast acrylic stowage bag – part 7202).

PART NO. 7202
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SURFACE MOUNTED DECK SOCKET

Caveat for Makefast Carbon poles – 
Surface mounted deck socket

INSTALLATION – SURFACE MOUNTED DECK SOCKET 
 ■ CAUTION! Take care to follow supplied installation instructions 

when installing the product. Makefast recommend the installation is 
performed by the boat builder or a suitably qualified installer.

 ■ The mounting surface is to be of a suitably rigid construction that will 
accommodate the forces applied to the product in use. 

 ■ Please contact Makefast for assistance if required.

INSTALLATION PROCEDURE
1. Mark out & cut the deck using a hole saw of a suitable diameter to 

make the housing for the deck socket.
2. Apply a bead of Sikaflex or equivalent Marine sealant under the 

flange of the deck socket to prevent leakage.
3. Place the socket into the hole pressing down firmly onto the sealant 

– taking care to clean any excess sealant off the deck & the socket.
4. Tighten the fastenings down as per the supplied instructions.
5. Allow time for the sealant to set before applying load to the pole & 

deck socket.
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SURFACE MOUNTED DECK SOCKET
5050 INSTALLATION

INSTALLATION: 
1. Drill 75mm hole in deck.
2. (Optional) Trim back the threaded studs leaving a minimum 

of 15mm of thread protruding through the boat structure to 
allowfor the backing plate, washer and nut. 

3. Apply the adhesive/sealer around periphery of hole (Top and 
Inside face) 

4. Press the 5050 Deck fitting down into the hole 
5. Slide the backing plate over the threaded studs
6. Followed by the washers and nuts. 
7. Do the nuts up equally until the plate rests on the boat 

structure. 
8. Tighten the nuts up gradually and equally to a torque of 4Nm.  

Note: The first fastener will be slack after one round, keep 
torqueing each nut in sequence, until the first fastener is no 
longer loose after completing a round. 

9. Clean up any excess adhesive
10. Allow adhesive to cure fully to manufacturer's specification 

before use
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SURFACE MOUNTED DECK SOCKET
5050D INSTALLATION

INSTALLATION: 
1. Drill 75mm hole in deck.
2. (Optional) Trim back the threaded studs level with the 

underside of the boat structure.
3. Apply the adhesive/sealer around periphery of hole (Top and 

Inside face) 
4. Press the 5050 Deck fitting down into the hole 
5. Slide the backing cup over the threaded studs and up into the 

hole.
6. Followed by the washers and nuts. 
7. Do the nuts up equally until the plate rests on the boat 

structure. 
8. Tighten the nuts up gradually and equally to a torque of 4Nm.  

Note: The first fastener will be slack after one round, keep 
torqueing each nut in sequence, until the first fastener is no 
longer loose after completing a round. 

9. Clean up any excess adhesive
10. Allow adhesive to cure fully to manufacturer's specification 

before use
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Trim threads to this 
surface (optional)

Installation:
-(Optional) Trim back the threaded studs level 
with the underside of the boat structure.
-Apply the adhesive/sealer around periphery of 
hole (Top and Inside face) (Show on diagram)
-Press the 5050 Deck fitting down into the hole
-Slide the backing cup over the threaded studs 
and up into the hole.
-Followed by the washers and nuts.
-Do the nuts up equally until the plate rests on 
the boat structure.
-Tighten the nuts up gradually and equally to a 
torque of 4Nm.
Note: The first fastener will be slack after one 
round, keep torqueing each nut in sequence, 
until the first fastener is no longer loose after 
completing a round.
-Clean up any excess adhesive
-Allow adhesive to cure fully to manufactures 
spec before use

5050 Deck Fitting

Boat Structure

Backing Plate

M6 Penny Washer

M6 Nyloc Nut

1

2

3

4

ITEM 
NO. PART NUMBER DESCRIPTION QTY.

1 5050 5050 Series Deck Fitting 1
2 ZZ5050-03 Drawn Recess Cup 50mm 1
3 ZSM06PW M6 Penny Washer 3
4 ZSM06NY M6 Nyloc 3
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Trim threads to this 
surface (optional)

Installation:
-(Optional) Trim back the threaded studs level 
with the underside of the boat structure.
-Apply the adhesive/sealer around periphery of 
hole (Top and Inside face) (Show on diagram)
-Press the 5050 Deck fitting down into the hole
-Slide the backing cup over the threaded studs 
and up into the hole.
-Followed by the washers and nuts.
-Do the nuts up equally until the plate rests on 
the boat structure.
-Tighten the nuts up gradually and equally to a 
torque of 4Nm.
Note: The first fastener will be slack after one 
round, keep torqueing each nut in sequence, 
until the first fastener is no longer loose after 
completing a round.
-Clean up any excess adhesive
-Allow adhesive to cure fully to manufactures 
spec before use
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SURFACE MOUNTED DECK SOCKET
5050T INSTALLATION
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Installation:
-(Optional) Trim back the threaded studs level 
with the underside of the boat structure.
-Apply the adhesive/sealer around periphery of 
hole (Top and Inside face) (Show on diagram)
-Press the 5050 Deck fitting down into the hole
-Slide the backing cup over the threaded studs 
and up into the hole.
-Followed by the washers and nuts.
-Do the nuts up equally until the plate rests on 
the boat structure.
-Tighten the nuts up gradually and equally to a 
torque of 4Nm.
Note: The first fastener will be slack after one 
round, keep torqueing each nut in sequence, 
until the first fastener is no longer loose after 
completing a round.
-Clean up any excess adhesive
-Allow adhesive to cure fully to manufactures 
spec before use

INSTALLATION: 
1. Drill 75mm hole in deck.
2. (Optional) Trim back the threaded studs leaving a minimum of 15mm of 

thread protruding through the boat structure to allow for the thread to pass 
through the backing plate. 

3. Apply the adhesive/sealer around periphery to the backing plate, and pass 
down through the hole. 

4. Centre the backing plate in the hole.
5. Using the M12 thread in the centre, clamp the plate up and until the 

adhesive can hold the backing plate in place. (Does not need to fully cure).
6. Apply the adhesive/sealer around the periphery of the hole (Top and Inside 

face).
7. Line up the 5050T Deck fitting and screw it into the base plate until tight.
8. Using the 5050T Tool and a 19mm socket, tighten the deck fitting until firm.
9. Clean up any excess adhesive
10. Allow adhesive to cure fully to manufacturer's specification before use
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SURFACE MOUNTED DECK SOCKET
7550 INSTALLATION

INSTALLATION: 
1. Drill 100mm hole in deck.
2. (Optional) Trim back the threaded studs leaving a minimum 

of 15mm of thread protruding through the boat structure to 
allowfor the backing plate, washer and nut. 

3. Apply the adhesive/sealer around periphery of hole (Top and 
Inside face) 

4. Press the 7550 Deck fitting down into the hole 
5. Slide the backing plate over the threaded studs
6. Followed by the washers and nuts. 
7. Do the nuts up equally until the plate rests on the boat 

structure. 
8. In a star formation (see diagram), tighten the nuts up gradually 

and equally to a torque of 4Nm.  
Note: The first fastener will be slack after one round, keep 
torqueing each nut in sequence, until the first fastener is no 
longer loose after completing a round. 

9. Clean up any excess adhesive
10. Allow adhesive to cure fully to manufacturer's specification 

before use
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SURFACE MOUNTED DECK SOCKET

7550 Deck Fitting

Boat Structure

Backing Cup

M6 Penny Washer

M6 Nyloc Nut

1

3

4

2

ITEM 
NO. PART NUMBER DESCRIPTION QTY.
1 7550 7550 Series Deck Fitting 1
2 ZZ7550-03 Drawn Recess Cup 1
3 ZSM06PW M6 Penny Washer 4
4 ZSM06NY M6 Nyloc 4

7550D INSTALLATION

INSTALLATION: 
1. Drill 100mm hole in deck.
2. (Optional) Trim back the threaded studs level with the underside 

of the boat structure.
3. Apply the adhesive/sealer around periphery of hole (Top and 

Inside face) 
4. Press the 7550 Deck fitting down into the hole 
5. Slide the backing cup over the threaded studs and up into the 

hole.
6. Followed by the washers and nuts. 
7. Do the nuts up equally until the plate rests on the boat structure. 
8. In a star formation (see diagram), tighten the nuts up gradually 

and equally to a torque of 4Nm.  
Note: The first fastener will be slack after one round, keep 
torqueing each nut in sequence, until the first fastener is no 
longer loose after completing a round. 

9. Clean up any excess adhesive
10. Allow adhesive to cure fully to manufacturer's specification 

before use
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SURFACE MOUNTED DECK SOCKET
7550T INSTALLATION

INSTALLATION: 
1. Drill 100mm hole in deck.
2. (Optional) Trim back the threaded studs leaving a minimum of 15mm of 

thread protruding through the boat structure to allow for the thread to pass 
through the backing plate. 

3. Apply the adhesive/sealer around periphery to the backing plate, and pass 
down through the hole. 

4. Centre the backing plate in the hole.
5. Using the M12 thread in the centre, clamp the plate up and until the 

adhesive can hold the backing plate in place. (Does not need to fully cure).
6. Apply the adhesive/sealer around the periphery of the hole (Top and Inside 

face).
7. Line up the 7550T Deck fitting and screw it into the base plate until tight.
8. Using the 7550T Tool and a 19mm socket, tighten the deck fitting until firm.
9. Clean up any excess adhesive
10. Allow adhesive to cure fully to manufacturer's specification before use
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SURFACE MOUNTED DECK SOCKET
PRODUCT USE

 ■ Makefast poles are not to be used during navigation or under adverse weather conditions. 
 ■ It is highly recommended that surface mounted deck sockets use poles that are additionally secured with a Makefast bracing kit.
 ■ The Makefast bracing kit provides additional strength when the integrity of the deck structure is not reinforced or access isn’t 

available below for securing the fitting in the intended manner.
 ■ Any misuse of the product from its intended application will void the warranty (2 years from receipt of the system from Makefast) 

& may result in personal injury or damage to the vessel.
 ■ Please contact Makefast for guidance on the use if required.

MAINTENANCE

 ■ To clean, press down the plastic cover and hose out with clean fresh water.
 ■ Apply a PTFE lubricant to the scallops in the centre tower (see image)
 ■ Never use abrasive cleaning products.
 ■ Never use wire wool, polishing wheels or polishing compounds.
 ■ Always take care when packing the poles away ensuring they are stored in a safe & protected manner.
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BRACING SOLUTIONS

This design is easy to fit , and available for both sizes of carbon pole. 
Clamp comes complete with pozi-drive screw fittings.

PART NO. 4163 (for 50mm)
PART NO. 4164 (for 75mm)

Makefast Limited
31 Mochdre Industrial Estate
Newtown
Powys
SY16 4LE
United Kingdom

Telephone: +44 (0) 1686 629010
Fax: +44 (0) 1686 626700
Email: sales@makefast.com
Visit our website www.makefast.com

©Makefast Limited 2019

Custom Marine Developments
Unit 8A, 
Dyffryn Industrial Estate
Newtown, 
Powys, 
SY16 3BD

Precision Engineer
Unit 8A, 
Dyffryn Industrial Estate
Newtown, 
Powys, 
SY16 3BD

Optima Marine Sarl
Via Prov. Le Selice
44-40026
Imola (BO)
Italy

For full details of these products and all other products in the Makefast range, please visit the Mafast website at www.makefast.com, or 
contact our sales team 0n +44 (0) 1686 629010 or email sales@makefast.com

A variety of end plugs and deck fittings are available to suit tube sizes for connecting to rails 
and bracing bars.


